	Product Type
	Rated Power (kVA)
	Rated Voltage
	Connection Symbol
	No-load Loss (W)
	Load Loss (W)
	No-load Current (%)
	Impedance Voltage (%)
	Weight(kg)
	Trace Gauge

(mm)
	Dimension

L×W×H
(mm)

	
	
	HV

(kV)
	HV Tap Range (%)
	LV

(kV)
	
	
	
	
	
	Active Part
	Oil
	Gross
	
	

	S9-50/35
	50
	35

38.5
	±5

or
±2×2.5
	0.4
	Y,yn0

or
D,yn11
	210
	1250
	2
	6.5
	290
	285
	710
	660
	1150×800×1650

	S9-100/35
	100
	
	
	
	
	300
	2030
	1.8
	
	420
	380
	1100
	660
	1310×1100×1780

	S9-125/35
	125
	
	
	
	
	340
	2350
	1.75
	
	520
	430
	1380
	660
	1900×990×1800

	S9-160/35
	160
	
	
	
	
	380
	2820
	1.65
	
	620
	480
	1460
	660
	1900×990×1900

	S9-200/35
	200
	
	
	
	
	440
	3300
	1.55
	
	750
	571
	1700
	660
	1100×1000×2080

	S9-250/35
	250
	
	
	
	
	510
	3900
	1.4
	
	780
	585
	1800
	660
	1910×1100×2080

	S9-315/35
	315
	
	
	
	
	610
	4700
	1.4
	
	1030
	640
	2280
	820
	2200×1080×2120

	S9-400/35
	400
	
	
	
	
	740
	5700
	1.3
	
	1100
	660
	2400
	820
	2250×1100×2150

	S9-500/35
	500
	
	
	
	
	870
	6900
	1.3
	
	1240
	840
	2680
	820
	2250×1100×2200

	S9-630/35
	630
	
	
	
	
	1040
	8200
	1.25
	
	1300
	880
	2800
	820
	2280×1200×2200

	S9-800/35
	800
	
	
	
	
	1250
	10000
	1.05
	
	1820
	860
	3620
	820
	2450×1100×2350

	S9-1000/35
	1000
	
	
	
	
	1480
	12000
	1
	
	2150
	1020
	4350
	820
	2480×1200×2450

	S9-1250/35
	1250
	
	
	
	
	1760
	14000
	0.85
	
	2480
	1120
	4650
	820
	2480×1200×2540

	S9-1600/35
	1600
	
	
	
	
	2130
	17000
	0.75
	
	2860
	1300
	5800
	1070
	2680×1400×2560

	S9-2000/35
	2000
	35

38.5
	±5

or
±2×2.5
	6.3

10.5
	Y,d11
	2600
	19000
	0.75
	6.5
	2630
	1270
	5300
	1070
	2750×1600×2800

	S9-2500/35
	2500
	
	
	
	
	3100
	21500
	0.75
	
	3200
	1400
	6170
	1070
	2800×1800×3000

	S9-3150/35
	3150
	
	
	
	
	3800
	24600
	0.7
	7
	3780
	1600
	7100
	1070
	2800×2000×3100

	S9-4000/35
	4000
	
	
	
	
	4600
	28500
	0.7
	
	4480
	1840
	8630
	1070
	2800×2100×3200

	S9-5000/35
	5000
	
	
	
	
	6400
	33000
	0.6
	
	5400
	2090
	9950
	1070
	2860×2320×3510

	S9-6300/35
	6300
	
	
	
	
	6600
	37000
	0.6
	7.5
	6490
	2380
	11580
	1070
	3100×2410×3600

	S9-8000/35
	8000
	
	
	
	
	9000
	40500
	0.45
	
	8500
	3000
	14700
	1475
	3400×2580×3750

	S9-9000/35
	9000
	
	
	
	
	10600
	47700
	0.45
	
	10150
	3200
	15500
	1475
	3560×2700×3900

	S9-12500/35
	12500
	
	
	
	
	12600
	56700
	0.4
	8
	12600
	3800
	19200
	1475
	3560×3000×3890

	S9-16000/35
	16000
	
	
	
	
	15200
	69300
	0.4
	
	15100
	4800
	22800
	1475
	4060×3300×3890

	S9-20000/35
	20000
	
	
	
	
	18000
	83700
	0.4
	
	16800
	5500
	25600
	1475
	4100×3400×3960

	S9-25000/35
	25000
	
	
	
	
	21200
	99000
	0.35
	
	21000
	7100
	30800
	1475
	4100×3400×3980

	S9-31500/35
	31500
	
	
	
	
	25300
	118800
	0.35
	
	24800
	8000
	36300
	1475
	4180×3500×3980


