	Product Type
	Rated Voltage
	Connection Symbol
	No-load Loss (W)
	Load Loss (W)
	No-load Current (%)
	Impedance Voltage (%)
	Weight(kg)
	Trace Gauge

(mm)
	Dimension

L×W×H
(mm)

	
	HV

(kV)
	HV Tap Range (%)
	LV

(kV)
	
	
	
	
	
	Active Part
	Oil
	Gross
	
	

	S9-M-30/10
	6

6.3

10

10.5

11
	±5%

Or
±2×2.5%
	0.4
	Yyn0

Or
Dyn11
	130
	600
	2.1
	4
	137
	66
	290
	400×450
	700×740×995

	S9-M-50/10
	
	
	
	
	170
	870
	2.0
	
	207
	88
	396
	400×450
	1130×780×1000

	S9-M-80/10
	
	
	
	
	250
	1250
	1.8
	
	282
	115
	524
	500×500
	1225×830×1025

	S9- M-100/10
	
	
	
	
	290
	1500
	1.5
	
	335
	125
	596
	500×550
	1280×865×1070

	S9- M-125/10
	
	
	
	
	340
	1800
	1.5
	
	378
	135
	668
	500×550
	1290×865×1085

	S9- M-160/10
	
	
	
	
	400
	2200
	1.3
	
	433
	150
	760
	500×550
	1320×875×1100

	S9- M-200/10
	
	
	
	
	480
	2600
	1.3
	
	531
	208
	999
	550×550
	1370×890×1170

	S9- M-250/10
	
	
	
	
	560
	3050
	1.2
	
	745
	258
	1316
	660×660
	1460×935×1235

	S9- M-315/10
	
	
	
	
	670
	3650
	1.1
	
	806
	278
	1430
	550×660
	1470×940×1235

	S9- M-400/10
	
	
	
	
	800
	4300
	1.0
	
	927
	346
	1630
	660×660
	1510×960×1450

	S9- M-500/10
	
	
	
	
	960
	5150
	1.0
	
	1025
	378
	1820
	660×660
	1530×995×1475

	S9- M-630/10
	
	
	
	
	1200
	6200
	0.9
	4.5
	1138
	446
	2040
	660×820
	1605×1005×1530

	S9- M-800/10
	
	
	
	
	1400
	7500
	0.8
	
	1408
	508
	2460
	820×820
	1715×1110×1585

	S9- M-1000/10
	
	
	
	
	1700
	10300
	0.7
	
	1550
	603
	2825
	820×820
	1910×1310×1590

	S9- M-1250/10
	
	
	
	
	1950
	12000
	0.6
	
	1866
	700
	3320
	820×1070
	1990×1360×1690

	S9- M-1600/10
	
	
	
	
	2400
	14500
	0.6
	
	2335
	808
	4010
	820×1070
	2070×1390×1725


